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RESOURCE MANAGEMENT 
Switch to Resource Management mode.

FILE MANAGEMENT
Please note the supported file formats and especially your 
memory card formatting. Not all memory cards and their 
formatting types are supported. If the file format is not sup-
ported, the LED-MP2 will switch to the next media file. 

FILE OPERATION  
Update Function – may only be performed by authorized 
Service Personnel!

REMOVING THE MEMORY CARD
Before removing the memory card, please go to the main 
menu. Only after you have done this should you remove it from 
the card slot. If you remove the memory card during playback, 
it could lead to problems with the system: optimal functioning 
may be disturbed, and it may need to be RESET.

The LED-MP2 does support any folder management. This 
must be done after connecting it to a computer via a USB 
cable. 

SYSTEM SETTINGS       
Select SYSTEM SETTINGS from the main menu.  By press-

ing the MENU button, you will reach a submenu with the 
following possibilities, which you may select using the /  
buttons and confirm with the MENU button:

• �LANGUAGE OPTION – Choose your language with the 
/   buttons and confirm your selection by pressing on the 
MENU button.

• �TABLETOP SETTING – Choose a function with the /  
buttons and confirm your selection by pressing the MENU 
key. 

• �SYSTEM INFORMATION – Choose a function with the 
/  buttons and confirm your selection by pressing the 

MENU key. You will now receive detailed information 
about your product and/or system.

• �AUTO POWER OFF – Choose a function with the  
/  buttons and confirm your selection by pressing the 

MENU key. You can choose between the following time 
intervals: 3, 5, 10 or 15 minutes. You can also turn off this 
function. To do this, choose the option NO AUTOMATIC 
POWER OFF.

• �HARDWARE UPGRADE – Choose this function with the 
/  buttons and confirm your selection by pressing the 

MENU key.  You can install new hardware with the func-
tion FIND NEW HARDWARE. The LED-MP2 will then in-
stall this hardware automatically. Afterwards, the device 
will restart.
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• �SYSTEM REVERTER – Choose this function with the /  
buttons and confirm your selection by pressing the MENU 
key. Now you can revert the LED-MP2 back to factory set-
tings (DO YOU WANT THE SYSTEM BACK TO DEFAULT 
SETTINGS?).

Please ensure that the file RK27SDK.RKW is present in the 
ROOT DIRECTORY and that the battery is fully charged. 
The upgrade must be performed in its entirety. If this is not 
carried out correctly and completely, problems with starting 
the LED-MP2 may arise. If this occurs, please contact our 
Service Hotline, where we will gladly offer you assistance.

CONNECTING TO A COMPUTER
The LED-MP2 can be connected to a computer with a USB 
cable. Two drives are connected under MY COMPUTER. 
One is for the internal drive of your LED-MP2 and the other 
is for the MicroSD card slot. You can use these drives ex-
actly as you would use external hard drives. It is Plug & Play 
and does not require any drivers!

INTERFACING WITH DVD PLAYERS AND SETTOP 
BOXES
DVD PLAYERS AND SETTOP BOXES (digital receivers, 
etc.) can be connected directly to the LED-MP2 using the 
AV cable included with the device! 

FREQUENTLY ASKED QUESTIONS (FAQ)
• �When you press the start button, nothing happens. The 

battery is not charged. Charge the battery and try again 
after 10 minutes. After startup, the LED-MP2 can con-
tinue to charge during operating. 

• �No sound. Set the desired volume with the volume con-
trols and check the earphone settings and the connec-
tion with external speakers or with earphones by verify-
ing the earphone jack.

• �Errors occurred in file transfer to the LED-MP2. Never 
break the connection between the computer and the de-
vice during data transfer. 

• �A file cannot be played back or is playing back with 
errors. Check to see whether the file format is supported 
by LED-MP2. If it is not, you must convert the file to a sup-
ported format using a so-called converter.

• �The device gets quite hot during operation. This hap-
pens because of high file throughput and is entirely nor-
mal. There is no problem with the quality of the device! 
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• �How long does it take to switch languages? The LED-
MP2 needs a short time period to switch language set-
tings. Wait a few moments!

• �Why does the display remain black during playback? 
This has to do with processor performance. For technical 
reasons, the screen will remain black during playback. 

ANSCHLUSS DES COMPUTERS AN DEN BRESSER 
LED-MP2
Der BRESSER LED-MP2 besitzt einen AV-IN Anschluss, um 
diesen als Projektor nutzen zu können. Wie für die meisten 
Beamer und Projektoren gilt auch für den BRESSER LED-
MP2, dass sie eventuell zusätzliche Kabel, Adapter oder 
Konverter benötigen, um diesen mit Ihrem PC/Laptop zu 
verbinden. 
Um Ihnen den Anschluss des PCs an den BRESSER LED-
MP2 so einfach wie möglich zu machen, informieren wir Sie 
gerne über die gängigen Anschlussmethoden und -möglich-
keiten.

ANMERKUNG
Wenn Sie den internen Speicher des BRESSER LED-MP2 
auch zur Wiedergabe bspw. Ihrer Office-Anwendungen nut-
zen, diesen aber nicht mit dem PC/Laptop verbinden wol-
len, erstellen Sie mit der in Windows enthaltenen Software 
MOVIEMAKER einen Film und übertragen diesen auf den 
internen Speicher des BRESSER LED-MP2!

ACHTEN SIE BITTE BEIM ERSTELLEN EINES VIDEOS 
IMMER AUF DAS RICHTIGE VIDEOFORMAT!
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Connection Options Alternative 1 Alternative 2 Alternative 3 Alternative 3b Alternative 4
VGA S-VIDEO DVI Mini DVI HDMI

Figure

Available .
connections

Laptop has a 
VGA output

Laptop has a S-
VIDEO output

Laptop has a DVI 
outpur 
(3 alternatives)

Often found in 
new Apple Mac-
Books

Laptop only has 
a HDMI output

What do I need? VGA-composite 
converter requi-
red

Cable often 
included with 
Laptop

Combination  
required:
• External USB 
graphics card 
DVI/VGA + VGA 
converter
• DVI/VGA 
converter + VGA 
converter (1)

Also  
required:
Mini DVI to DVI 
adapter

No solution cur-
rently available

Estimate costs 50 EUR 10 EUR 90 – 100 EUR 50 EUR

DVI

Mini DVI

HDMI

S-VIDEO

VGA

Video Cinch

DVI

Mini DVI

HDMI

S-VIDEO

VGA

Video Cinch

DVI

Mini DVI

HDMI

S-VIDEO

VGA

Video Cinch

DVI

Mini DVI

HDMI

S-VIDEO

VGA

Video Cinch

DVI

Mini DVI

HDMI

S-VIDEO

VGA

Video Cinch
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PROJEKTOR Light intensity 12 lumens

Resolution 640*480 pixels

Projection size 12,7 cm – 127 cm (5“ - 50“) 

Projection distance up to 2 m (78“)

Contrast 100:01:00

VIDEO Supported video formats AVI MPEG-4, FLV, VOB, DAT with a resolution of 720x480 pixels or less, less than 500kpbs and 
25 frames per second

Resolution 720x480 pixels

Integrated audio format MPEG1 Layer3 (80kpbs~320kpbs, 32kHz~48kHz)

AUDIO Supported audio formats MP3, WMA, FLAC, APE

Bitrate Bei MP3: 80kpbs~320kpbs, bei WMA: 80kpbs~256kpbs

Frequency range 20Hz~20kHz

PHOTO Supported formats JPG, JPEG, BMP, GIF, GIF (animated)

TEXT Text formats TXT

POWER  Power supply DC 5V, 2A (200V~240V)

Battery Lithium Battery 1000 mA

Charging time Charging time varies between 3 and 7 hours. 

OTHER .
INFORMATIONS

Memory 4 GB

USB connection Mini USB

Digital Memory-Card add-on up to 8GB

Dimensions 124x68x26mm

Weight 188g, incl. battery

Working temperature  0°C – 40°C

Storage temperature -20°C -  55°C

Maximum humidity up to 90% 

Consumption 6W

Supported operating systems Windows 2000, Windows XP and Windows VISTA 32 Bit

Technische Daten
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EEC conformity explanation

Meade Instruments Europe GmbH & Co KG, resi-
dent in 46414 Rhede/Westf., Gutenbergstr. 2, Ger-

many, explains the agreement with in the following specified 
EEC guidelines for this product:

EN 55013: 2001 + A1: 2003 + A2: 2006
EN 55020: 2007
EN 61000-3-2: 2006
EN 61000-3-3: 1995 + A1: 2001 + A2: 2005

Product description: LED-MP2
Model /Description: MP100 Mini Projector

Rhede, 2009-4-1

Meade Instruments Europe GmbH & Co. KG

Helmut Ebbert
Managing Director

DISPOSAL

Dispose of the packaging material/s as legally required. 
Consult the local authority on the matter if necessary.

Do not dispose of electrical equipment in your 
ordinary refuse!

The European guideline 2002/96/EU on Electronic and 
Electrical Equipment Waste and relevant laws applying to it 
require such used equipment to be separately collected and 
recycled in an environment-friendly manner. Empty batteries 
and accumulators must be disposed of separately. Informa-
tion on disposing of all such equipment made after 01 June 
2006 can be obtained from your local authority.
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WARRANTY AND SERVICE

The period of warranty is 2 years, beginning on the day of 
purchase. Please keep the cash receipt as evidence of 
purchase. Devices which become defective during the war-
ranty period can be returned to the dealer where the device 
was bought. The repaired device or a new one will then be 
returned to you. In the case of defects which occur after the 
end of the warranty period, the devices can also be retur-
ned. However, repairs which become necessary after the 
end of the warranty period will be subject to a service fee.

Important: 
Make sure to return the device carefully packed in the ori-
ginal packaging in order to prevent transport damage. Ple-
ase also enclose the cash receipt (or a copy). This warranty 
does not imply any restriction of your statutory rights.

Your dealer:

Name:.......................................................................

Post Code / City:.........................................................

Street:.......................................................................

Telephone:.................................................................

Date of purchase:........................................................

Signature:..................................................................
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Meade Instruments Europe 
GmbH & Co. KG

Gutenbergstr. 2 · DE-46414 Rhede 
www.bresser.de · service@bresser.de


